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(57) ABSTRACT

When an AC voltage is outputted to an inductive load, pulsa-
tion of an effective power caused by an odd number-th order
harmonic component of a current flowing in this load is
reduced. A modulation factor k of an inverter 4 includes a DC
component k, and an AC component. The AC component
includes a frequency which is a 6n multiple of the fundamen-
tal frequency of AC voltages outputted from the inverter.
Even when there are not only the 5th order harmonic compo-
nent of load currents but also the 7th order harmonic compo-
nent, it is possible to adequately set the ratio of the magnitude
of'the AC component and the ratio of the DC component and
reduce pulsation of consumption power caused by these har-
monic components. Reducing the pulsation contributes to
suppression of power harmonics.
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1
POWER CONVERTER CONTROL METHOD

TECHNICAL FIELD

The present invention relates to a technique of reducing a
harmonic of a load current in a so-called AC-AC power con-
verter.

BACKGROUND ART

An inveter is shown as a circuit which drives a multiphase
ACload such as a motor. Itis known that this inverter employs
a configuration (referred to as a “capacitor-less inverter”
below) which includes a matrix converter or include a DC link
but not a smoothing circuit such as a larger capacitor or a
reactor as a circuit system which achieves high efficiency and
miniaturization.

Matrix converters include a direct matrix converter which
is not provided with DC link and an indirect matrix converter
which is provided with DC link. However, as introduced in
Japanese Patent Application Laid-Open No. 2004-222338,
even a direct matrix converter can be controlled based on an
operation of a configuration in which a virtual AC-DC con-
verter and a virtual DC-AC converter which are coupled
through virtual DC link without a smoothing circuit.

Further, Japanese Patent No. 4067021 also introduces the
above-described capacitor-less inverter, which has a capaci-
tor in a DC link but the capacity of the capacitor is designed
to be smaller than a capacity to function as a smoothing
circuit. In this technique, voltage of the DC link is supposed
to pulsate.

Hence, a circuit which converts AC power without a sub-
stantial smoothing circuit irrespectively of whether or not DC
link are formally provided or whether or not a capacitor is
provided is referred to as a direct AC-AC power converter in
the present application.

Direct AC-AC power converter does not involve an energy
buffer, and therefore harmonic components produced by a
multiphase AC load are propagated to a power side, and
harmonics of a power current increase. Reduction of the
harmonics of the power current is demanded to prevent nega-
tive influences on surrounding environment. A specific
example of this demand is, for example, a rule of IEC61000-
3-2. According to this rule, harmonic components up to the
40th order with respect to a power frequency are regulated.

Japanese Patent Application Laid-Open No. 2005-27422
points out that, when, for example, a motor is used for a
multiphase AC load and concentrated winding is adopted as a
winding method of armature windings of the motor, a current
(armature current) flowing in the armature windings includes
harmonic components and, more particularly, the 5th order
component and the 7th order component due to a differential
voltage between a voltage outputted from an inverter and an
inductive power of a rotating electrical machine. Such har-
monic components (with respect to a fundamental wave com-
ponent of a voltage outputted from the inverter) cause an
increase in harmonics of a power current.

Japanese Patent No. 4488122 introduces a technique of
reducing the 5th order component and the 7th order compo-
nent.

SUMMARY OF INVENTION
Problems to be Solved by the Invention

However, the technique introduced in Japanese Patent No.
4488122, without taking only takes into account a phase
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2

difference between harmonic components for simplification,
has a room for improvement of an effect.

Itis therefore an object of the present invention to, when an
AC voltage is outputted to an inductive load such as a motor,
reduce pulsation of effective power caused by odd number-th
order harmonic components of a current flowing in the load.
This leads to suppression of pulsation of effective power of
DC link in a direct power converter which does not include a
smoothing capacitor although the direct power converter has
the DC link, and suppression of a power harmonic as a result.

Means for Solving the Problems

A power converter control method according to the present
invention is a method of controlling a direct AC-AC power
converter (9) which includes: a rectifier circuit (3) which
inputs first AC voltages (Vr, Vs, Vt) and outputs a rectified
voltage (Vdc); and a voltage source inverter (4) which
receives an input of the rectified voltage, applies three-phase
second AC voltages (Vu, Vv, Vw) to a load, and outputs
three-phase load currents (Iu, Iv, Iw) to the load.

Further, according to a first aspect of the invention, a modu-
lation factor (k) of the voltage source inverter includes a DC
component (k,) and an AC component (k,,-cos(6n-m; t+ds,,))
of an angular frequency (6n-w;) which is a 6n multiple of a
base fundamental angular frequency (w;) of the second AC
voltage.

Furthermore, according to a second aspect of the invention,
a voltage command (Vd** and Vq**) to the voltage source
inverter includes a DC component (Vd* and Vq*) and an AC
component ((=Jug, Eu))sin(6nw; +$g)(-Jug, Eu, )-cos
(6nw; +¢4,)) of an angular frequency (6n-w;) which is a 6n
multiple of a base fundamental angular frequency (w; ) of'the
second AC voltage.

According to both of these first aspect and second aspect of
the invention, when a fundamental wave component, a (6n-
1)th order component and a (6n+1)th order component of the
first load current are Iu,, Iu,,_, and Iug,,, ,, respectively, and
phase differences of the fundamental wave component, the
(6n-1)th order component and the (6n+1)th order component
of the load current from a fundamental wave component of
the second AC voltage are ¢,, ¢,,,_; and ¢, ;. respectively, a
ratio (=kg,/k,) of an amplitude of the AC component with
respect to the DC component takes a ratio represented by

(e, + iy, +2 My Tty OS(8=x5,)]"%/ [Tuycos

@]

(M= T Hth g +2 P 1 Tokr,1°CO8 (51~
Pone )]
A phase difference (¢,) of the AC component from the
fundamental wave component of the second AC voltage takes
an angle represented by:

tan™ [{me, $in(s,)Hite, S Ken) M cOS (e
Ttty6,7¢08(%6) ]

(en=tan™ [{Tug,_ S0 @6,_ )+t 1IN Pe0 1)}
{Tt 610086, 1) +Itt41C05 (P04 1) ]

Here, the angle has relationship of Iu,, ¢, <m,,, and 0: arbi-
trary.

According to a third aspect of the power converter control
method according to the present invention is based on the first
aspect or the second aspect of the invention, the ratio of the
AC component with respect to the DC component is calcu-
lated in advance as a function of a plurality of operation states
of'the load before the load is actually operated, and the direct
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AC-AC power converter (9) is controlled based on the func-
tion upon the actual operation.

According to a fourth aspect of the power converter control
method according to the present invention is based on the
third aspect, the operation states include a plurality of power
states consumed by the load, and the ratio corresponding to
the power states upon the actual operation is taken.

A fifth aspect of the power converter control method
according to the present invention is based on any one of the
first to fourth aspects of the invention, an amplitude of the AC
component is increased in a predetermined range of the base
fundamental angular frequency (w;) of the second AC volt-
age according to a sensitization amount which increases
when the base fundamental angular frequency increases.

For example, Iu, 4, =0 is true in all n.

Effects of the Invention

According to the first aspect or the second aspect of the
power converter control method according to the present
invention, the (6n-1)th order component and the (6n+1)th
order component of the load are reduced, and then propaga-
tion of the harmonic to a supply source of the first AC voltage
is reduced.

According to the third aspect of the power converter con-
trol method according to the present invention, the ratio of the
AC component with respect to the DC component does not
need to be calculated based on the second AC voltage and the
load current upon the actual operation, and the burden applied
to perform control upon the actual operation is reduced.

According to the fourth aspect of the power converter
control method according to the present invention, the depen-
dency on other operating statuses other than power states is
small, so that it is possible to provide an effect provided by the
first aspect and the second aspect only by calculating a power
based on the second AC voltage and the load current upon the
actual operation.

According to the fifth aspect of the power converter control
method according to the present invention, when the base
fundamental angular frequency of the second AC voltage
increases, the angular frequency which is a 6n multiple of the
base fundamental angular frequency becomes close to the
frequency at which the power converter is controlled, so that
contribution of the AC component decreases as a whole even
when the AC component is reflected at a timing at which the
power converter is controlled. Consequently, by increasing
the amplitude of the AC component in the predetermined
range when the base fundamental angular frequency
increases, this decrease is compensated.

An object, features, aspects and advantages of the present
invention will be made obvious by the following detailed
description and the accompanying drawings.

BRIEF DESCRIPTION OF DRAWINGS

FIG. 1 is a circuit diagram illustrating a configuration of a
direct power converter to which the present invention is appli-
cable.

FIG. 2 is a block diagram illustrating a configuration of an
inverter control unit.

FIG. 3 is a graph illustrating a relationship between a
voltage command and a gate signal.

FIGS. 4 and 5 are graphs illustrating dependency of har-
monic components of an input current on an order with
respect to a power frequency.

FIGS. 6 and 7 are graphs illustrating dependency of a
harmonic content rate of an input current on a power.
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4

FIGS. 8 and 9 are graphs illustrating dependency of a ratio
Ju, on a power in a motor whose winding method of armature
windings is distributed winding.

FIGS. 10 and 11 are graphs illustrating dependency of a
ratio Ju, , on a power in the motor whose winding method of
armature windings is distributed winding.

FIG. 12 is a graph illustrating curves obtained by linearly
approximating average values of the ratios Jug and Ju,.

FIG. 13 is a graph illustrating a curve obtained by linearly
approximating an average value of dependencies of the ratio
Jus on the power in the motor whose winding method of
armature windings is concentrated winding.

FIG. 14 is a graph illustrating a relationship between a
fundamental frequency component and a decrease.

FIG. 15 is a graph illustrating the number of timings in
association with a rotation speed; and

FIG. 16 is a circuit diagram illustrating a configuration of a
direct matrix converter to which the present invention is
applicable.

DESCRIPTION OF EMBODIMENT

A. Configuration of Direct Power Converter

FIG. 1 is a circuit diagram illustrating a configuration of a
direct power converter 9 to which the present invention is
applicable. The direct power converter 9 has a converter 3, an
inverter 4 and a pair of DC power lines [.1 and .2 which
connect the converter 3 and the inverter 4.

The converter 3 functions as a rectifier circuit, rectifies
three phase (an R phase, an S phase anda T phase, in this case)
AC voltages Vr, Vs and Vt (also referred to as “first AC
voltages” below) obtained from an AC power source 1, and
outputs a rectified voltage Vdc to a pair of DC power lines [.1
and L2.

The converter 3 is, for example, a current source rectifier,
and operates by pulse width modulation. The converter 3
includes a plurality of current paths which is mutually con-
nected in parallel between the DC power lines [.1 and [.2. One
of'the current paths of the converter 3 corresponding to the R
phase includes a pair of switching elements Srp and Sm
connected in series between the DC power lines L1 and [.2.
The voltage Vr is applied to a connection point between the
switching elements Srp and Sm. One of the current paths of
the converter 3 corresponding to the S phase includes a pair of
switching elements Ssp and Ssn connected in series between
the DC power lines .1 and [.2. The voltage Vs is applied to a
connection point between the switching elements Ssp and
Ssn. One of the current paths of the converter 3 corresponding
to the T phase includes a pair of switching elements Stp and
Stn connected in series between the DC power lines L1 and
L2. The voltage Vt is applied to a connection point between
the switching elements Stp and Stn.

The switching elements Srp, Ssp and Stp are connected to
the DC power line L1 side, and the switching elements Sm,
Ssn and Stn are connected to the DC power line [.2 side.

The inverter 4 is, for example, a voltage source inverter, and
is operated by pulse width modulation according to, for
example, instantaneous space vector control (referred to sim-
ply as “vector control” below). The inverter 4 outputs three
phase (the U phase, the V phase and the W phase in this case)
AC voltages Vu, Vv and Vw (referred to as “second AC
voltages” below).

The inverter 4 has a plurality of current paths connected in
parallel between the DC power lines .1 and [.2.

One of the current paths of the inverter 4 which corre-
sponds to the U phase includes a pair of switching elements
Sup and Sun connected in series between the DC power lines
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L1 and L.2. An output voltage Vu is obtained from a connec-
tion point of the switching elements Sup and Sun. One of the
current paths of the inverter 4 which corresponds to the V
phase includes a pair of switching elements Svp and Svn
connected in series between the DC power lines L1 and [.2.
An output voltage Vv is obtained from a connection point
between the switching elements Svp and Svn. One of the
current paths of the inverter 4 which corresponds to the W
phase includes a pair of switching elements Swp and Swn
connected in series between the DC power lines L1 and [.2.
An output voltage Vw is obtained from a connection point
between the switching elements Swp and Swn.

The switching elements Sup, Svp and Swp are connected to
the DC power line L1 side. These switching elements are
regarded as switching elements of an upper arm side below.
The switching elements Sun, Svn and Swn are connected to
the DC power line .2 side. These switching elements are
regarded as switching elements of a lower arm side below.
That is, a potential of the DC power line L1 is higher than a
potential of the DC power line 1.2.

Configurations of the above switching elements Sip, Ssp,
Stp, Sm, Ssn, Stn, Sup, Svp, Swp, Sun, Svn and Swn are
known, and are also disclosed in, for example, in Lixiang Wei,
Thomas. A Lipo, “A Novel Matrix Converter Topology With
Simple Commutation”, IEEE IAS2001, vol. 3, 2001, pp 1749
to 1754.

The load 2 is an inductive load, and is connected to the
inverter 4. More specifically, the load 2 is a motor which has
three-phase coils which are connected by way of Y connec-
tion and to which the voltages Vu, Vv and Vw are applied.
Resistor components of the respective three-phase coils in a
circuit diagram are illustrated as resistors connected to the
coils in series. Currents iu, iv and iw flow in the coils of these
coils corresponding to the U phase, the V phase and the W
phase. These currents are monitored by a current sensor (not
illustrated).

B. Principle to Reduce Harmonics

First, a harmonic of power consumption of the load 2 will
be described. When the second AC voltages Vu, Vvand Vw to
be applied to the load 2 and the flowing currents (referred to
as “load currents” below) 1u, iv and iw are discussed, even if
the voltage Vu and the load current iu of one phase (U phase)
are converted into mathematical expressions like following
Expression (1) and Expression (2), universality is not lost.
Assuming that the three phases are in stationary states while
keeping the balance is sufficient. Hereinafter, only the 5th
order harmonic and the 7th order harmonic of the load current
iu will be taken into account. In view of Japanese Patent No.
4488122, a coefficient of a fundamental wave component of
the second AC voltage Vu includes not only a DC component
but also an AC component. Only a harmonic component
which is a 6 multiple of the fundamental wave component of
the second AC voltage Vu will be first taken into account as
the AC component.

[Expression 1]

Vu=2Y2[Eu,~Eug-cos(60,1+¢g)] cos(w;1)

M
[Expression 2]

iu=2Y2[Tu | cos(y 1+, H+Ius-cos(Sw t+s y+Iu;-cos
(Torzr+¢7)] @
Provide, an angular frequency w, of the fundamental wave
component of the current and the voltage outputted from the
inverter 4 and a time t are introduced. Further, effective values
of the fundamental component, the Sth order component and
the 7th order component of the load current iu are Iu,, Iu; and
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6

Tu,, respectively, and phase differences of the fundamental
wave component, the 5th order component and the 7th order
component of the load current iu from the fundamental wave
component of the second AC voltage Vu are ¢,, ¢5 and ¢,
respectively. Furthermore, effective values of the DC compo-
nent and the AC component of the amplitude of the funda-
mental wave component of the second AC voltage Vu are Eu,
and Eug, and the phase difference of this AC component from
the fundamental wave component of the voltage Vu is ¢g.

An instantaneous power Pu of the U phase is expressed by
Expression (3).

[Expression 3]
Pu=Vu-iu 3)
= Euy - Iy [cos(@y) + cosLuopt + )] +

Euy - lus[cos(bwpt + ¢s) + cos(6wrt + ds)] +

Euy - Tuz[cos(6wpt + ¢7) + cos(Buwpt + 7)) —

(1/2)Eug - Iuy [cos(dewpt + dg — 1) + cos(bwpt + e + P1)] —

(1/2)Eus - Ius[cos(ge — ¢s) + cos(10wrt + ¢6 + ¢s)] —

(1/2)Eug - luz[cos(2eopt + g — P7) + cos(12wpt + e + $7)] —

(1/2)Eug - cos(6wpt + g — P1) + cos(8wpt + dg + P1)] —

(1/2)Eug -

(1/2)Eug -

1

cos(2wpt + dg — Ps) + cos(12wp1 + P + P5)] —

v [
oty [
lus [
vy [

7[cos(Ps — ¢7) + cos(ldwpt + e + ¢7)]

A first term on the right side of Expression (3) represents an
active power and an inactive power, and second and subse-
quent terms represent harmonic powers. Harmonic powers
other than those of 3n-th order components are 0 in the three-
phase circuits, a power represented by a product of the har-
monic components is relatively low and, when these powers
are ignored, a harmonic power Puh can be approximated by
following Expression (4).

[Expression 4]

Puh = Euy [Ius - cos(6wpt + ¢s) + Tuz - cos(6wit + ¢7)] —
(1/2)Eug - Iuy [cos(6wpt + dg + d1) + cos(6wpt + g — )]

= Euy [lus - cos(6wpt + ¢s) + Tuz -cos(bwpt + d7)] —

)

Eug - Iuy -cos(py) - cos(6wpt + dg)

Hence, it is only necessary to calculate Euy and ¢, which
satisfy following Expression (5) and output, from the inverter
4, the voltage Vu defined by Expression (2) using these values
to make the harmonic power Puh zero.

[Expression 5]

Eu, fTuscos(60t+§s)+lu,cos(60w; t+¢)|=Euglu,-cos

(91)cos(6021+4¢) )]

Now,  setting Pus=Eu,-lu;, Pu,~=Eu;lu, and
Pus=FEu,Iu,-cos(¢1), Pus, Pus and Pu, are allowed to be used
as constants. And, Expression (5) is deformed as the follow-
ing expression.

[Expression 6]

Puscos(6w; t+s)+Pu,cos(6w, t+§,)=Pugcos(6w; t+

P6) Q)
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Further, Expression (6) can be deformed as following
Expression (7).

[Expression 7]

[Pus cos(Ps)+PuT-cos(§,)] cos(6w;2)-[Pussin(ps)+
PuT-sin(@;)] sin(6wz1)=Pugcos(fg)-cos(6w 1)
Pugsin(e)-sin(6w; 1) (7

Relationships which satisfy Expression (7) are Expres-
sions (8) and (9) according to orthogonality of a sine function

and a cosine function.

[Expression 8]

Puscos(Ws)+PuT-cos(;)=Pugcos(Pg) (®)

[Expression 9]
Pussin(ps)+Pu7-sin(¢p;)=Pugsin(Pg) ()]
The effective value Eu, and the phase difference ¢ are

calculated according to Expressions (10) and (11) based on
Expressions (8) and (9).

[Expression 10]

Eug=FEu,[Tus>+Iu>+2-Tus Ttz cos(§s—@;) Y2/ [Iu, cos

@] 10)

[Expression 11]

ds=tan™" [{Tussin(s)+Tuysin(@y) 1/ {Tus cos (s)+
Tuycos(97)}] an
Although the 5th order harmonic and the 7th order har-
monic have been described above, the other 6n+1th harmon-
ics (n is a positive integer) can also be discussed likewise.
Further, even when the AC component of the amplitude of the
fundamental wave component of the voltage Vu includes a
plurality of 6n-th angular frequencies, approximation is
allowed similar to approximation from Expression (3) to
Expression (4). Consequently, it is possible to reduce the
harmonic power based on the 6nx1th order harmonic of the
load current iu by adopting following Expressions (12), (13)
and (14) as the voltage Vu. Provide, a summation sign Z refers
to a sum of n.

[Expression 12]

Vi = 2Y2 . Euy [1 = Zdug, - cos(6nwy f + Pen)]- cos(wpt) (12)

[Expression 13]

iy = [,y + Mg pry + 2thion-1)ltons1) - COS(en-1 = pee)]Tx (13
et -cosigpn)] ™!

[Expression 14]

b6 = tan [{Ii6u—1) - SIN(Pe-1) + [t(6rr 1) - SINPr41)} / (14

then-1) - €08(Pen—1) + lten+1) - cOS(Pen+1)}]

As is clear from a form of Expression (12), the voltage Vu
takes a value obtained by modulating 2'°Eu,-cos m,t by
[1-ZJug,, (bnw t+¢g,). Normally, a sinusoidal voltage is out-
putted as the voltage Vu, and a so-called modulation factor for
obtaining a voltage command corresponds to k=(k,—2k, ‘cos
(6nw;t+¢,)). That is, by taking such a modulation factor k, it
is possible to obtain a voltage command corresponding to the
voltage Vu. Here, Jug, =k, /k, is true, and is a ratio of the
modulation factor with respect to the DC component of the
6n-th order component.
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Although the U phase has been discussed, the V phase and
the W phase can be both analyzed likewise, and Expressions
(13) and (14) can be commonly adopted for both of the
phases. In other words, the values calculated according to
Expressions (13) and (14) are common to every phase.

Hence, it is only necessary to multiply (1-2Jug, cos
(6nm, t+¢,,)) on or add -k, ZJug,,-cos(6nw; t+¢, ) to a modu-
lation factor k, before reduction of the 6n+1th order harmonic
is taken into account.

Eug and ¢4 which satisfy Expression (5) are calculated
above. However, Expression (5) is used to make the harmonic
power Puh zero. A value of Expression (4) only needs to be
made small instead of actually making the harmonic power
Puh zero. More specifically, an absolute value on the left side
of Expression (5) only needs to be reduced.

Now, it is assumed that 6th order harmonic power Pu,,q
after suppression is expressed by following Expression (15).
Provide, a phase ¢u, ¢ can be arbitrarily set; a view point of
allowing any phase difference as long as the absolute value of
the harmonic power Pu,, can be suppressed. Provide, by
learning the phase ¢u,, as a phase difference of the funda-
mental wave component of the load current iu from the fun-
damental wave component of the AC voltage Vu, and setting
a desired value in the following expression, it is possible to set
to a desired value the phase of the harmonic power Pu, ; which
is left without being completely suppressed.

[Expression 15]

Puye=Eu, Tuy g cos(6wpt+ue)

(15)

Further, the current Iu,  is desired to be smaller than a value
in a square bracket on the left side (corresponding to the
harmonic power before suppression) of Expression (5) from a
view point of suppressing the harmonic power. More specifi-
cally, an amplitude Pus, and a phase difference ¢us, of the
harmonic power before suppression are calculated according
to following Expressions (16) and (17), respectively. The
current lu, ¢ is desired to be smaller than a value Iug,.

[Expression 16]

Pus7 = [(Pus - cos(¢s) + Puy -cos(¢7))® + (16)

(Pus - sin(gs) + Puy - singy )*1"

= [Pu + Puf -2 Pus - Puy -cos(gs — ¢7)]'"

= Euy[1i + 12 + 2+ Ius - luz - cos(ds — 7))

= Euy - lusy
[Expression 17]

usy = tan” ' [(Pus - sin(gs) + Puy - sin(¢y))/ an

(Puts - cos(@s) + Puz -cos(p7))]
= tan™ ! [(Jus - sin(¢s) + Tug - sin(gy)) /
(Ius - cosgs + Iz - cos(¢7))]

Eug and ¢4 for correcting the amplitude Pus, of the har-
monic power before suppression are calculated as described
below. Provide, the amplitude Puy is an amplitude of a power
(also referred to as a “correction power” below) obtained by
subtracting the right side (corresponding to a harmonic power
after suppression) of Expression (15) from the left side (cor-
responding to the harmonic power before suppression) of
Expression (6).
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[Expression 18]
Pus = [(Pusy - cospusy + Putyg - cos(Bupg + 7)) + (13)
(Pus7 - sings + Puye - sin(@upe + 7r))2]1/2
= [Py + Pulg + 2 Pusy - Puys - cos(pussy — (puys + 7))
= Euy [y + Il + 2 Tusy - g - cos(pusy — (gups + )]
[Expression 19]
Eug = Pug [ (Iu) -cospy) (19
= Euy [y + Il + 2 lutsy - Ty - cos(pusy — (duugs + )] /
(Juy -cos())
= Eug [ + I3 +2- Tus - Iug -cos(ps — ¢7) + I +
Ulu + I +2 - lus - Juy - cos(ps — )} -
Ity cos(gusy — (puups + NI { (g - cos(py)
[Expression 20]
s = tan" [(Pusy - singusy + Putys - sin(utpg + 7))/ (20)
(Pus7 - cosgusy + Puyg - cos(Pups + 7))
= tan [(Jus7 - singusy + L - sin(uegs + 7))/
(Tus7 - cospusy + lupe - cos(Pups + 1))]
= tan ({7 + 12 +2- Tus - Iz - cos(s — ¢} -
singusy + lupe - sin(Pups + 7)) /
(U + 1 +2-lus - luy - cos(gs — )} -
cospusy + lupg - cos(Puyg +7})]
= tan {1k + 1 +2- us - lug - cos(ps — 1)} -
sin(tan™{(Jus - sin(gs) + Iu7 - sin(¢7)) /
(Tus - cos(@s) + luz - cos(z D)) + lutys - sin(Pusp + 7))/
[{12 + 1o + 2 us - Iuz - cos(gs — ¢y} -

cos(tan™ ! [(Jus - sin(¢hs ) + Iu7 - sin(¢7))/

({us - cos(@s) + Iug - cos($p7))}) + lutp - cos(Puns + 7))]

By this means, Expressions (21) and (22) are obtained
similar to Expressions (13) and (14).

[Expression 21]

Jug, :{Iu(sn—l)2+lu(6n+l)2+2'Iu(sn—l)'lu(srnl)'cos
(P61~ P(ons 1)+ uh(Gn)2+2'{I u(6n71)2+l Z4(6n+1)2+
2'1”(5n71)'1”(5n+1)'005(4’(5"71)—4)(5“1))} 12
Iuh(s,,)-cos(tan’l [(Iu(sn—l)'Sin(q)(sn—1))+Iu(6n+l)'Sin
(¢(6n+1)))/Iu(én—l).cos(q)(én—l))+Iu(6n+l).cos

(¢(5n+1)))]—(q’”h(sn)"'ﬂ))} 1/2/(1”1)'005(4’1)) (21

[Expression 22]

¢6n:taH71[({Iu(sn—l)2+1u(6n+l)2+2'Iu(Gn—l)'Iu(GrHl)'cos
(P6n—1~P(on+1))] xsin(tan~! {Ttgn_1ysin
(¢(6n—1))+1u(6n+1)'Sin(¢(6n+l)))/(1u(6n—l)'COS
(D61t 641y COS P 621 ))})+Iuh(6n)'5in(¢uh
(Gn)+ﬂ))/({1”(sn71) i1y +2 51y
Iu(sml)'005(4’(5"71)—4’(5“1))}szcos(tan
{(Iu(Gn—l).Sin(q)(ﬁn—l))+Iu(6n+l).Sin(q)uh(GrH»l)))/
(Iu(anl)ICOS(q)(an1))+Iu(6n+l).cos(q)(éni»l)))})
Lty COS(Ptt 6 y+T)) ]

-1

22

As described above, the phase ¢u, ; can be arbitrarily set, so
that 6=¢u,,.+m may be used and 6 may be arbitrarily set.
Further, when the current Iug, is redescribed as my, this way
of'description is applied to the 6n-th order likewise and can be
described as follows.

That is, setting

_ 2 2.9, . .
[msn*ﬂ”sml;'l”sml +2:0ug,_ Ttg,, 1 COS(P,_ 1~

Peni)]”

10

15

20

25

30

35

40

45

50

55

65

10

Yor=tan ™ [{Tte,_y SN @6,- 1)+t ST P00 1) }/
{Tt61-17¢08 @— 1)+ U4 1605 (Pi1)}]
Tuy,6,<m,,, and
0 is arbitrary,

Jit =M, Hltty g, +2 M, Tty ., €08 (0=%6,)] "/

[T -cos(¢,)] is true and

Ge—tan" [{me, S (e + b6, SO M6 cOS
(Kem) it c08(Xs,)}] i trute.

Similarly, the modulation factor can also be expressed as
kg /ko=[mg,2+I0,6,2+2'mg, Tu,e,  cos(0-ye,)]""*/[Iu, cos
@1

Naturally, by making Iu,,,=0 for all n, Expressions (21)
and (22) match with Expressions (13) and (14).

C. Configuration to Reduce Harmonics
(c-1) Correction of Modulation Factor

FIG. 2 is a block diagram illustrating a configuration of an
inverter control circuit 7 which takes the modulation factor k
for reducing the 6n+1th order harmonics. The inverter control
circuit 7 inputs the angular frequency w; and a command
value w, * of the angular frequency w;, the second AC voltage
Vu, the load currents iu, iv and iw, a phase control command
value * and a motor angle estimation value 8, and outputs
gate signals Sup*, Svp*, Swp*, Sun* and Swn*.

An amplitude/phase extracting unit 701 inputs the load
current iu, and generates a fundamental wave component, the
6n—1th order component and the 6n+1th order component of
the load current iu. This computation is realized by perform-
ing Fourier transform on the load current iu. By this means,
effective values Iu,, Tug,_; and Iug,, | are obtained. Further,
the amplitude/phase extracting unit 701 further inputs the
voltage Vu, compares the phase of the voltage Vu and phases
of the fundamental wave component, the 6n—1th order com-
ponent and the 6n+1th order component of the load current iu,
and generates and outputs the phase differences ¢,, ¢4,,_; and
¢6n+1 .

A 6n-th order component computing unit 702 obtains the
effective values Iu, Iu,,_; and Iu,,, and the phase differ-
ences §,, ¢,_; and ¢, ; from the amplitude/phase extracting
unit 701, and computes a ratio Ju,,, and a phase difference ¢,
according to Expressions (13) and (14). For example, n=1, 2
is selected. Alternatively, the 6n-th order component comput-
ing unit 702 computes and outputs the ratio Ju,, and the phase
difference ¢,, according to Expressions (21) and (22) by also
using the phase difference y,, and the current Iuhg,. The
phase difference y,, and the current Iuh,, may be externally
inputted to or set inside the 6n-th order component computing
unit 702.

A product sum computing unit 713 computes [1-ZJug,,-cos
(6bnm, t+¢,,)] from the ratio Ju,, and the phase difference ¢,
obtained from the 6n-th order component computing unit
702.

A multiplier 715 multiplies the modulation factor k, for
simply outputting a sinusoidal voltage and [1-2Ju,, cos
(6nw; t+¢,,)], and outputs the multiplication result as a new
modulation factor k. By taking the modulation factor k as
described above, it is possible to reduce the harmonic power
based on the 6n+1th harmonic of the load current iu (the load
currents iv and iw likewise).

A PWM modulating unit 714 generates gate signals Sup*,
Svp*, Swp*, Sun*, Svn* and Swn* using a d axis voltage
command value Vd*, a q axis voltage command value Vg*
and the modulation factor k. These gate signals are generated
by adopting a known technique, and therefore details of this
computation will not be described. In other words, only by
substituting the modulation factor k, with the modulation
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factor k, it is possible to divert a known technique and reduce
the harmonic power based on the 6n+1th order harmonics.

A technique for obtaining the command values Vd* and
Vg* is also a known technique, and will be briefly described
below without details.

A subtractor 705 calculates a deviation of the angular fre-
quency o, and the command value w;* of the angular fre-
quency m; to input to a PI control unit 706. The PI control unit
706 generates a current command value la* by performing
known PI control (proportion/integration control). A d axis
current command value generating unit 707 and a q axis
current command value generating unit 708 inputs the current
command value [a* and the phase control command value ¥,
and calculates a sine component and a cosine component of
the current command value Ia* as a d axis current command
value Id* and a q axis current command Iq*, respectively, for
(-p*), which has negative sign with the phase control com-
mand values (*.

A coordinate system converting unit 704 calculates the d
axis current Id and the q axis current Iq based on the load
currents iu, iv and iw and the motor angle estimation value 0
to output to the subtractors 709 and 710, respectively.

The subtractor 709 outputs a deviation Ald of the d axis
current Id and the command value Id* of the d axis current Id.
The subtractor 710 outputs a deviation Alq of the q axis
current Iq and the command value Iq* of the q axis current Iq.

An interference compensating unit 711 performs compu-
tation for compensating for a mutual interference between the
d axis and the q axis according to impedances w;-Ld and
w;-Lq based on inductances [.d and L.q of a motor. The
interference compensating unit 711 inputs the d axis current
1d, the q axis current Iq, the deviations Ald and Alq and the
angular frequency w,, and generates the d axis voltage com-
mand Vd* and the q axis voltage command Vg*. This com-
putation is a known technique, and will not be described in
details.

(c-2) Correction of Voltage Command

FIG. 3 is a block diagram illustrating part of other compo-
nents of the inverter control circuit 7. Unlike the inverter
control circuit 7 illustrated in FIG. 2, a modulation factor is
not corrected using the multiplier 715, and the PWM modu-
lating unit 714 generates gate signals based on the modulation
factor k,. However, in this case, the PWM modulating unit
714 adopts corrected d axis voltage command Vd** and q
axis voltage command Vg** not the d axis voltage command
Vd* and q axis voltage command Vq* described using FIG. 2.

Although FIG. 3 does not illustrate a configuration for
obtaining the ratio Ju,, the phase difference ¢, the d axis
voltage command Vd* and the q axis voltage command Vq*,
it is obvious that the same configuration as the configuration
illustrated in FIG. 2 can be employed.

In addition, the inverter control circuit 7 illustrated in FIG.
3 has adders 716 and 717 and a correction command gener-
ating unit 703 instead of the product sum computing unit 713
and the multiplier 715 in the inverter control circuit 7 illus-
trated in FIG. 2.

Hereinafter, generation of the corrected d axis voltage
command Vd** and the q axis voltage command Vg** will be
described. First, similar to the inverter control circuit 7 illus-
trated in FIG. 2, the ratio Ju,,,, the phase difference ¢,,, the d
axis voltage command Vd* and the q axis voltage command
Vg* are obtained.

The correction command generating unit 703 inputs the
ratio Juy, and the phase difference ¢,,, and generates a d axis
voltage command correction value AVd* and a q axis voltage
command correction value AVq*.
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The adder 716 adds the d axis voltage command Vd* and
the d axis voltage command correction value AVd* to output
the corrected d axis voltage command Vd**. The adder 717
adds the q axis voltage command Vg* and the q axis voltage
command correction value AVq* to output the corrected q
axis voltage command Vq**.

The correction command generating unit 703 has a multi-
plier 703a, a product sum computing unit 7035, a sine value
calculator 703¢, a cosine value calculator 7034, multipliers
703¢ and 703f'and total sum calculators 703g and 703i.

The multiplier 703« inputs the angular frequency w,, mul-
tiplies the angular frequency w; with a 6n multiple and out-
puts the 6n-th order angular frequency 6nw;. Here, n is a
positive integer, and that n angular frequencies 6nw;, are out-
putted is indicated by adding a diagonal line to an arrow from
the multiplier 7034 to the product sum computing unit 7035,
and “n” is indicated near the arrow. That is, this diagonal line
and “n” indicate that n pieces of information are transmitted.
The same applies to diagonal lines added to other arrows, and
“n”.

The product sum computing unit 7035 adds the phase
difference ¢, of the same order, to a result obtained by
multiplying the angular frequency 6nw; with the time t. That
is, the product sum computing unit 7035 performs n pairs of
multiplication and addition per corresponding angular fre-
quency. By this means, the product sum computing unit 7035
feeds the phase (6nw; +¢,,) to both of the sine value calcula-
tor 703¢ and the cosine value calculator 7034. The sine value
calculator 703¢ and the cosine value calculator 7034 output a
value obtained by multiplying a sine value with a (-1) mul-
tiple and a value obtained by multiplying a cosine value with
a (-1) multiple as the inputted phases, respectively. More
specifically, the sine value calculator 703¢ and the cosine
value calculator 7034 output —sin(6nw;+¢s,) and —cos
(6nw; +4,), respectively.

Each of n values outputted from the sine value calculator
703¢ is multiplied with the ratio Juy, corresponding to each
value n, the DC component Eu, of the amplitude of the fun-
damental wave component of the second AC voltage Vu and
a coefficient v(3/2) in the multiplier 703e, and then is output-
ted as a value V(3/2)(-Jug, Bu, )sin(6nm, +¢,). Similarly,
the multiplier 703f outputs V(3/2)(-Ju,, Bu,)-cos(6nm, +
¢6n)'

The DC component Eu, can be obtained by performing
Fourier transform on the second AC voltage Vu in, for
example, the amplitude/phase extracting unit 701 illustrated
in FIG. 2. The coefficient V(3/2) is a necessary coefficient in
view of that, while voltage commands for d and q axes deter-
mine line voltages, the DC component Eu, corresponds to a
phase voltage.

The total sum calculator 703g calculates a total sum of
values V(3/2)(-Jug,,'Eu, )sin(6nw; +¢,) by n to output as the
d axis voltage command correction value AVd*. The total
sum calculator 703 calculates a total sum of values v(3/2)(-
Jug,, 'Eu,) cos(6nw; +¢,,) by n to output as the q axis voltage
command correction value AVq*.

As described above, the (corrected) d axis voltage com-
mand Vd** is obtained by adding the d axis voltage command
correction value AVd* to the axis voltage command Vd*, and
the (corrected) q axis voltage command Vq** is obtained by
adding the q axis voltage command correction value AVq* to
the q axis voltage command Vg*.

Generally, the modulation factor k is proportional to a ratio
of'a line voltage of the second AC voltages with respect to the
rectified voltage Vdc, and the line voltage is proportional to a
square root of a sum of squares of the d axis voltage command
and the q axis voltage command.
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Hence, performing processing based on the modulation
factor k, and the corrected d axis voltage command Vd** and
q axis voltage command Vq** upon generation of the gate
signals Sup*, Svp*, Swp*, Sun*, Svn* and Swn* by the
PWM modulating unit 714 is equivalent to performing pro-
cessing based on the modulation factor k, and the d axis
voltage command Vd* and the q axis voltage command Vq*
which are not corrected.

Further, the d axis voltage command Vd* and the q axis
voltage command Vg* can be both learned as phasors which
are orthogonal in a rotating coordinate system which rotates
at the base fundamental angular frequency w;, of the second
AC voltage, and both correspond to V(3/2)Eu,. Hence, in the
corrected d axis voltage command Vd**, the d axis voltage
command Vd* before correction can be learned as a DC
component, and the d axis voltage command correction value
AVd* can be learned as an AC component including the 6n-th
order angular frequency. In the q axis voltage command
Vg**, the q axis voltage command Vq* before correction can
be learned as a DC component, and the q axis voltage com-
mand correction value AVq* can be learned as an AC com-
ponent including the 6n-th order angular frequency.

Consequently, irrespectively of the d axis or the q axis, the
ratio of the amplitude of the AC component with respect to the
DC component is |[V(3/2)(=Jug, Bu,)J/[V(3/2)Eu, |I=]us,,
and is equal to the ratio in case where a modulation factor is
corrected.

D. Effect to Reduce Harmonic

Meanwhile, a case where an effect to reduce a harmonic is
remarkable will be described. That is, a case where a current
Tu,,,,=0 in all n will be described. FIGS. 4 and 5 are graphs
illustrating dependency of harmonic components of an input
current Ir supplied from the power source 1 to the direct
power converter 9, on an order with respect to a power fre-
quency. In each graph, the horizontal axis takes the order
based on a power frequency and a vertical axis indicates the
amplitude of a current harmonic component with respect to a
fundamental wave component of a second AC voltage.

FIG. 4 illustrates that concentrated winding is adopted as a
winding method of armature windings of a motor which is the
load 2. FIG. 5 illustrates that distributed winding is adopted as
a winding method of armature windings of a motor which is
the load 2. A graph [.10 in FIG. 4 and a graph .20 in FIG. 5§
indicate relationship between an order and a harmonic com-
ponent when the inverter 4 is operated using the modulation
factor k,, the d axis voltage command Vd* and the q axis
voltage command Vq* without reducing harmonics. Further,
in both of FIGS. 4 and 5, graphs R indicate upper limits of
harmonic components based on the rule of IEC61000-3-2.

As is seen from FIG. 4, the graph .10 increases at the 21st
order and the 23rd order, and do not satisfy the rule of
IEC61000-3-2 indicated by the graph R. This is because of the
following reason.

As is understood from above Expression (4), the harmonic
power Puh pulsates at an angular frequency which is a 6n
multiple of the angular frequency (which is also an angular
frequency of the second AC voltage) o, ofthe load current iu.
Hence, even when the rectified voltage Vdc is controlled to
keep constant, a current flowing in the DC link fluctuates at
cos(6n-m,t).

By the way, when a current source rectifier is used as the
converter 3, it is possible to make an input current be a sine
wave by modulating a current flowing in the DC link by a sine
wave taking into account a conduction ratio of each phase
(see, for example, Lixiang Wei, Thomas. A Lipo, “A Novel
Matrix Converter Topology With Simple Commutation”,
IEEE IAS2001, vol. 3, 2001, pp 1749 to 1754. and Japanese
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Patent Application Laid-Open No. 2007-312589). More spe-
cifically, the current is modulated by cos(wgt) by using the
angular frequencies g of the voltages Vr, Vs and Vt. Hence,
the input current Ir pulsates at cos(wgt)-cos(6n-w,t). This
pulsation component is deformed as (V2)(cos(6n-w;t—-mgt)+
cos(6n-w t+mt)). Hence, the harmonic components of the
input current Ir come to peaks at the frequency 6n-f, +fc
(f;=0,/2x and f~n/2m).

In FIG. 4, the power frequency f; is 50 Hz, and the fre-
quency f;, of the second AC voltage Vu is set to 180 Hz.
Hence, 180x6+50=1030 and 1130 [Hz] of the harmonic com-
ponents of the input current Ir have peaks. When 1030 and
1130 are converted into power frequencies f~=50 Hz, 1030/
50=~21 [st order] and 1130/50~23 [rd order] are true.

Similarly, in FIG. 5, the graph [.20 increases at the 18th
order, the 20th order and the 37 to 40th orders, and does not
satisfy the rule of IEC61000-3-2 indicated by the graph R.
Here, the power frequency fis 50 Hz and the frequency f;, of
the second AC voltage Vu is set to 160 Hz, and therefore the
frequencies of harmonics to be produced are 160x6+50=910
and 1010 and correspond to the 18th order and the 20th order
of the power frequency. Further, the frequencies are 160x
12+£50=1870 and 1970, and correspond to the 37 to 40th
orders of the power frequency. When distributed winding is
adopted as a winding method of armature windings as
described above, a harmonic component of a higher order
tends to cause a problem compared to concentrated winding.

A graph [.11 in FIG. 4 indicates harmonic components of
the input current Ir when the 6th order AC component
described in the above B section is included in the modulation
factor k. The 21 to 23rd order harmonic components of a
power frequency in particular are reduced compared to the
graph [.10. As is known from the above description, this is
caused by reduction in 5th order and 7th order harmonic
components in a load current compared to the fundamental
frequency component of the second AC voltage.

Similarly, a graph [.21 in FIG. 5 indicates harmonic com-
ponents of the input current Ir when the 6th order AC com-
ponent described in the above B section is included in the
modulation factor k. The 18th order and 20th order harmonic
components of a power frequency in particular are reduced
compared to the graph [.10. As is known from the above
description, this is caused by reduction in the 5th order and
7th order harmonic components of the load current with
respect to the fundamental frequency of the second AC volt-
age. Meanwhile, the 37 to 40th order harmonic components
of'a power frequency are not reduced.

A graph [.22 in FIG. 5 indicates harmonic components of
the input current Ir when the 6th order and 12th order AC
components described in the above B section are included in
the modulation factor k. Not only the 18th order and 20th
order but also the 37 to 40th order harmonic components of a
power frequency in particular are reduced compared to the
graph [.10. As is known from the above description, this is
caused by reduction in not only the 5th order and 7th order but
also the 11th order and 13th order harmonic components of a
fundamental frequency component of a load current of the
second AC voltage.

To reduce the harmonic components in this way, the
adequate ratio Ju,, and phase difference ¢,, are set depending
on the harmonic power Puh as described in the above B
section (Expressions (4) to (14) in particular). In other words,
these values depend on power.

FIGS. 6 and 7 are graphs illustrating dependency of a
harmonic content rate [%] in the input current Ir, on a power
(load power consumption: the same applies below) in corre-
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sponding motors in FIGS. 4 and 5. Provide, the order is
converted based on the fundamental frequency of the second
AC voltage.

As is known from FIG. 6, when concentrated winding is
adopted, the S5th order component decreases in response to an
increase in power, and the 7th order component does not
increase much. Further, what is known from FIG. 7 is that,
when distributed winding is adopted, the 5th order compo-
nent slightly increases, the 7th order component significantly
decreases and the 11th order component and the 13th order
component both increase in response to an increase in power.
Furthermore, when distributed winding is adopted, the 5th
component is very little compared to concentrated winding.

In view of the above and based on the discussion of the B
section, it is predicted that the ratio Ju, decreases following an
increase in the power, and the ratio Ju, in case where distrib-
uted winding is adopted is lower than the ratio Jug in case
where concentrated winding is adopted. Further, when the
power is the same, it is also predicted that there is little
dependency on parameters other than a winding method (con-
centrated winding/distributed winding) of armature wind-
ings. Hereinafter, validity of these predictions will be
described using experiment results.

FIGS. 8 and 9 are both graphs illustrating dependency of
the ratio Jug [ %] on a power ina motor whose winding method
of armature windings is distributed winding. FIGS. 10 and 11
are both graphs illustrating dependency of the ratio Ju,, [%]
on a power in a motor whose winding method of armature
windings is distributed winding. Each figure illustrates
dependency of three types of load torques T1, T2 and T3
(T1<T2<T3). Provided, the motor from which the result in
FIG. 8 is obtained and the motor from which the resultin FIG.
10 is obtained are the same, and the motor from which the
result in FIG. 9 is obtained and the motor from which the
result in FIG. 11 is obtained are the same. Further, field
magnetic fluxes of the motors from which the results in FIGS.
8 and 10 are obtained are less than field magnetic fluxes of the
motors from which the results in FIGS. 9 and 11 are obtained.

Asisunderstood from FIGS. 8 and 11, the ratio Ju, tends to
decrease in response to an increase in the power. Further, the
ratio Ju, , tends to increase in response to an increase in the
power. Moreover, the ratios Ju, and Ju, , both hardly depend
on load torques or whether field magnetic fluxes are larger or
smaller.

Hence, by obtaining dependencies of the ratios Jugand Ju, ,
on powers in a motor which includes armature windings for
which distributed winding is adopted as a winding method, it
is possible to take the ratios Jug and Ju, , commonly between
operation states of motors such as torques other than a power
ortypes of motors of other than a winding method of armature
windings such as field magnetic fluxes.

FIG. 12 is a graph illustrating a curve obtained linearly
approximating an average value of the ratios Juy obtained
from FIGS. 8 and 9 and a curve obtained by linearly approxi-
mating an average value of the ratio Ju, , obtained from FIGS.
10 and 11. By measuring and storing dependencies of the
ratios Jug and Ju,, indicated by these curves, on powers in
advance, the ratios Jug and Ju,, upon an actual operation are
obtained only by calculating powers based on output voltages
and load currents.

More specifically, the ratios Ju, and Ju,, of a plurality of
power states may be calculated before the load 2 is actually
operated, and be stored the relationship between a plurality of
power states and the ratios Juy and Ju,, in a table or as a
numerical expression. This table or numerical expression
may be stored by the 6n-th order component computing unit
702 or the amplitude/phase extracting unit 701.
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FIG. 13 is a graph illustrating a curve obtained by linearly
approximating an average value of dependencies of the ratio
Jus [%] on a power in a motor whose winding method of
armature windings is concentrated winding. Similar to FIG.
12, the ratio Ju, tends to decrease following an increase in the
power, and is high compared to the motor whose winding
method of armature windings is distributed winding as pre-
dicted above.

Hence, it is desirable to calculate and store in advance the
ratios Jug and Ju, , per winding method of armature windings
or per power before a load is actually operated. By this means,
aburden of the calculation amount upon an actual operation is
reduced.

Although the above discussion has been made on the ratio
Ju,, it goes without saying that this discussion is also validly
applied to the d axis voltage command correction value AVd*
and the q axis voltage command Vq* in view of the principle
described in the B section. That is, it is desirable to calculate
and store in advance the d axis voltage command correction
value AVd* and the q axis voltage command Vq* per winding
method of armature windings or per power before a load is
actually operated. By this means, the calculation amount
upon an actual operation is reduced.

Naturally, dependencies of the ratio Jug, or the d axis
voltage command correction value AVd* and the q axis volt-
age command Vg* on not only a power state and a winding
method of armature windings but also a plurality of operation
states such as a magnitude of a motor torque or a motor
rotation speed may be obtained and stored as a table or a
function. The power state can also be learned as a type of an
operation state.

E. Correction Accompanying Rise in Frequency of Second
AC Voltage

The PWM modulating unit 714 generates the gate signals
Sup*, Svp*, Swp*, Sun*, Svn* and Swn* at temporally dis-
crete timings using the d axis current command value Id*, the
q axis current command value Iq* and the modulation factor
k or the corrected d axis voltage command Vd** and q axis
voltage command Vq** and the modulation factor k. A cycle
of the timings is determined according to a carrier frequency
which serves as a basis of comparison when, for example, a
carrier comparison method is adopted in the PWM modulat-
ing unit 714.

Normally, the carrier frequency is fixed, so that, when a
fundamental frequency component of a second AC voltage
increases, the number of gate signals to be updated for the
fundamental frequency decreases.

Particularly, the modulation factor k and the corrected d
axis voltage command Vd** and q axis voltage command
Vg** include frequencies which are a 6n multiple of the
fundamental frequency, and are not likely to be reflected at
adequate timings to update gate signals.

Thatis, when the fundamental frequency component of the
second AC voltage increases, the ratio Juy,, the d axis voltage
command correction value AVd* and the q axis voltage com-
mand correction value AVq* substantially decrease. Further,
this tendency becomes remarkable when the order of a har-
monic, that is, the value n increases.

FIG. 14 is a graph schematically illustrating this decrease.
A curve L3 indicates that the value Jug,,-cos(6nw; t+¢s,,), and
the d axis voltage command correction value AVd* and the q
axis voltage command correction value AVq* (also referred
to as “harmonic reduction components” below) as 6n-th order
harmonic components fluctuate. Further, a broken line indi-
cates timings to generate the gate signals Sup*, Svp*, Swp*,
Sun*, Svn* and Swn*. Hence, between these timings, the
harmonic reduction components continue to take values of
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closed circles indicating intersections between the broken
line and the curve L3. That is, the harmonic reduction com-
ponents which are indicated by the sine wave shape curve L3
ideally (when intervals between these timing are sufficiently
short; in other words, when the fundamental frequency of the
second AC voltage is sufficiently small), form a stepwise
curve L4.

Hence, it is desirable to set a sensitization amount to
increase the ratio Jug,, the d axis voltage command correction
value AVd* and the q axis voltage command correction value
AVq*, and increase the sensitization amount when the fun-
damental frequency components of the second AC voltages
Vu, Vv and Vw increase. This is to compensate for the
decrease.

FIG. 15 is a graph illustrating the number of timings in
association with rotation speeds when a motor is used for the
load 2. The number of timings indicates the number of tim-
ings to generate gate signals per one cycle of a harmonic
reduction component (the 12th order component in this case).

The rotation speed is indicated with the number of rota-
tions (rps) per second, and, when the number of pairs of poles
of' a motor is 2, 50x2=100 [Hz] obtained by converting the
rotation speed 50 rps into a frequency corresponds to the
fundamental frequency of the second AC voltage. Hence, the
12th order component of the harmonic reduction component
is 1200 Hz. Now, when a carrier frequency is 6 kHz and when
the rotation speed is 50 rps, the number of timings is 6000/
1200=5.

FIG. 15 also illustrates the sensitization amount. Mean-
while, the sensitization amount is illustrated as a value which
needs to be multiplied on a harmonic reduction component
set based on the discussion of the B section. The sensitization
amount increases at 50 to 88 rps of the rotation speed (which
corresponds to 100 to 1400 Hz of the fundamental frequency)
when the rotation speed increases. That is, in a predetermined
range of a base fundamental angular frequency of a second
AC voltage, the amplitude of the harmonic reduction compo-
nent is increased according to the sensitization amount which
increases when the fundamental frequency increases. Taking
the modulation factor k results in increasing the modulation
ratio Jug,.

In addition, the sensitization amount is zero when the rota-
tion speed is less than 50 rps, the harmonic reduction com-
ponent is not substantially used (which is indicated as “OFF”
in FIG. 15). This is because, when the order of a harmonic of
a power frequency is lower, the upper limit of a harmonic
current is higher according to the rule of IEC61000-3-2. More
specifically, this is because, in an example illustrated in FIG.
15, a 12 multiple of the base fundamental angular frequency
of the second AC voltage is 1200 Hz, the component of
1200+50 Hz in an input current is smaller than the upper limit
of the rule and a harmonic of a load current does not need to
be suppressed.

Further, the sensitization amount is zero when the rotation
speed is 88 rps or more, and the harmonic reduction compo-
nent is not substantially used (which is indicated as “OFF” in
FIG. 15). This is because an upper limit is not set to the 40th
order harmonic or more of a power frequency according to the
rule of IEC61000-3-2. More specifically, a value which isa 12
multiple of a frequency corresponding to 88 rps of the rotation
speed is 2112 Hz, 2062 Hz of a frequency which is 50 Hz of
apower frequency lower than this 2112 Hz corresponds to the
41st order of the power frequency and is not limited by the
rule of ITEC61000-3-2. Consequently, the harmonic reduction
component may not be used when the rotation speed is 88 rps
or more.
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Similar to the ratio Jug, the d axis voltage command cor-
rection value AVd* and the q axis voltage command correc-
tion value AVqg*, such a sensitization amount may also be
obtained in advance per power state and winding method of
armature windings, or further, per magnitude of a motor
torque or motor rotation speed, and may be stored as a table or
a function.

In addition, it is possible to increase the number of timings
with respect to a rotation speed by increasing a carrier fre-
quency and, consequently, raise a range of a rotation speed
which requires a sensitization amount. In other words, when
the carrier frequency is higher, setting the sensitization
amount until a range of a high rotation speed is less necessary.
Elements which can increase switching frequencies such as
wideband gap elements made of SiC or GaN can be used for
the switching elements Srp, Ssp, Stp, Srn, Ssn, Stn, Sup, Svp,
Swp, Sun, Svn and Swn to support an increase in a carrier
frequency.

F. Modification

Further, a main circuit system to which the present embodi-
ment is applied is not limited to a system provided with the
DC link illustrated in FIG. 1. That is, the main circuit system
may be applied to a direct AC-AC power converter of a virtual
DC link system introduced in Japanese Patent Application
Laid-Open No. 2004-222338.

FIG. 16 is a circuit diagram illustrating a configuration of
another direct power converter to which the present embodi-
ment is applied. Here, a direct matrix converter MCV will be
described as the direct power converter.

The direct matrix converter MCV has input terminals Pr, Ps
and Pt and output terminals Pu, Pv and Pw. The input termi-
nals Pr, Ps and Pt input AC voltages Vr, Vs and Vt, and the
output terminals Pu, Pv and Pw output three-phase AC output
voltages Vu, Vv and Vw.

The direct matrix converter MCV has switching elements
Sur, Sus, Sut, Svr, Svs, Svt, Swr, Sws and Swt. The three
switching elements Sur, Sus and Sut are connected between
each of the input terminals Pr, Ps and Pt and the output
terminal Pu. The three switching elements Svr, Svs and Svt
are connected between each of the input terminals Pr, Ps and
Pt and the output terminal Pv. The three switching elements
Swr, Sws and Swt are connected between each of the input
terminals Pr, Ps and Pt and the output terminal Pw.

When a control method according to the present embodi-
ment is applied to the direct matrix converter MCV, virtual
AC/DC/AC control is adopted. In virtual AC/DC/AC control,
for example, a converter 3 and an inverter 4, which are shown
in FI1G. 1, are virtually assumed. As a virtual DC link, a pair of
DC power lines 1.1 and [.2 connecting the converter 3 and the
inverter 4 can be assumed. That is, in the virtual AC/DC/AC
control adopted by the direct matrix converter MCV, the
converter 3 as a virtual rectifier circuit which virtually recti-
fies AC voltages Vr, Vs and Vt and obtains a virtual rectified
voltage Vdc, and the inverter 4 as a virtual voltage source
inverter which obtains AC voltages Vu, Vv and Vw from the
virtual rectified voltage Vdc are assumed respectively. Fur-
ther, similar to the matters which have already been
described, gate signals Sup*, Svp*, Swp*, Sun*, Svn* and
Swn are generated to include a DC component k, and an AC
component (-k,2Jug, cos(bnm,t+¢s,) of an angular fre-
quency 6nw, which is a 6n multiple of the base angular
frequencies m, of the second AC voltages Vu, Vv and Vw in
the modulation factor k of the virtual voltage source inverter.
These gate signals control an operation of the inverter 4 which
is a virtual voltage source inverter.

In order to switch the converter 3 as a virtual rectifier
circuit, similarly to switching of the actual converter 3, refer-
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ring to, for example, Lixiang Wei, Thomas. A Lipo, “A Novel
Matrix Converter Topology With Simple Commutation”,
IEEE IAS2001, vol. 3, 2001, pp 1749 to 1754. or Japanese
Patent Application Laid-Open No. 2007-312589, gate signals
Srp*, Ssp*, Stp*, Srn*, Ssn* and Stn* which control conduc-
tion/non-conduction of switching elements Srp, Ssp, Stp, Srn,
Ssn and Stn are obtained.

Further, matrix transform is performed according to the
following equation to obtain switch signals of the direct
matrix converter MCV from the gate signals Srp*, Ssp*, Stp*,
Srn*, Ssn*, Stn*, Sup*, Svp*, Swp*, Sun*, Svn* and Swn*.

[Expression 23]

S13 523 5§33 Sup*  Sun* 23)
Srp* Ssp* Sip*

S12 822 §32 | =| Swp* Swn*
Srn* Srn* Sm*

S11 521 §31 Swp*  Swn*

Switch signals S11, S12, S13, 821, S22, S23, S31, S32 and
S33 are switch signals for the switching elements Sur, Sus,
Sut, Svr, Sys, Svt, Swr, Sws and Swt, respectively. That this
matrix transform is valid is already known from Japanese
Patent Application Laid-Open No. 2004-222338.

Further, as introduced in Japanese Patent No. 4067021,
application to a conversion circuit which uses a very small
capacitor is allowed. Alternatively, an input side of the con-
verter 3 which feeds an output to DC link may be a single-
phase input or a multiphase input.

Although the present invention has been described in
details, the above description is exemplary in all aspects and
the present invention is by no means limited to this. It is
understood that an infinite number of modified examples
which have not been described are assumed as long as the
modified examples do not deviate from the scope of the
present invention.

The invention claimed is:

1. A power converter control method of controlling a direct
AC-AC power converter which comprises: a rectifier circuit
which inputs first AC voltages and outputs a rectified voltage;
and a voltage source inverter which inputs said rectified volt-
age, applies three-phase second AC voltages to a load, and
outputs three-phase load currents to said load, wherein

amodulation factor of said voltage source inverter includes

a DC component and an AC component which is an
angular frequency which is a 6n multiple (n is a natural
number) of a base fundamental angular frequency of
said second AC voltage, and

when a fundamental wave component, a (6n-1)th order

component and a (6n+1)th order component of said load
current are [u, Iug,,_; andIug,, |, respectively, and phase
differences of said fundamental wave component, said
(6n-1)th order component and said (6n+1)th order com-
ponent of said load current from a fundamental wave
component of said second AC voltage are (&, D,,,_; and
Dy, . respectively,

aratio of an amplitude of said AC component with respect

to said DC component takes a ratio represented by

~ [ Htne, +2 My Tty cos(0-%e,)] Y2/ [Ty cos
(@]

(M= Ttk Tt 11 *+2 Tty Tty “COS( D=
P 2), and
a phase difference (®g,) of said AC component from the
fundamental wave component of said second AC voltage
takes an angle represented by
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tan™" f{me, sin(e,) HitueSinKen) }{ Men 005 (K6 )+
Ttty6,7¢08(%6) ]

gn=tan™ [{Tttg,_ 18I0 Py )+t SN P )}
{Tt6,_1008( @) +tte74 17005 (P11

with relationship of Iu,,.,<mg, and 0: arbitrary.

2. The power converter control method according to claim
1, wherein

the ratio of said AC component with respect to said DC

component is calculated in advance as a function of a
plurality of operation states of said load before said load
is actually operated, and

said direct AC-AC power converter is controlled based on

said function upon said actual operation.

3. The power converter control method according to claim
2, wherein

said operation states include a plurality of power states

consumed by said load, and

said ratio corresponding to said power states upon said

actual operation is taken.
4. The power converter control method according to claim
1, wherein Iu,,, =0 is true in all n.
5. The power converter control method according to claim
1, wherein an amplitude of said AC component is increased in
a predetermined range of said base fundamental angular fre-
quency of said second AC voltage according to a sensitization
amount which increases when said base fundamental angular
frequency increases.
6. The power converter control method according to claim
5, wherein Iu, ¢, =0 is true in all n.
7. A power converter control method of controlling a direct
AC-AC power converter which comprises: a rectifier circuit
which inputs first AC voltages and outputs a rectified voltage;
and a voltage source inverter which inputs said rectified volt-
age, applies three-phase second AC voltages to a load, and
outputs three-phase load currents to said load, wherein
avoltage command to said voltage source inverter includes
a DC component and an AC component of an angular
frequency which is a 6n multiple (n is a natural number)
of a base fundamental angular frequency of said second
AC voltage, and

when a fundamental wave component, a (6n-1)th order
component and a (6n +1)th order component of'said load
currentare [u, Iug,,_; andIug,, |, respectively, and phase
differences of said fundamental wave component, said
(6n-1)th order component and said (6n+1)th order com-
ponent of said load current from a fundamental wave
component of said second AC voltage are @, @, _, and
Dy, . respectively,

a ratio of an amplitude of said AC component with respect

to said DC component takes a ratio represented by

[+, +2 M6, Tty 6, €OS(0=Y,)]%/ [T -cos

(@))]
(Mey=[Tt g+t +2 Tty Ttk 1700S(Dis, =
Di1)] 1/2), and

a phase difference (®g,,) of said AC component from the
fundamental wave component of said second AC voltage
takes an angle represented by

tan™" f{me, sin(e,) HitueSinKen) }{ Men 005 (K6 )+
Ttty6,7¢08(%6) ]

(en=tan™ [{Tug,_ 'SP, )+t 41511 P 1)}/
{Tt6,-17¢08( Py )+t 1€08( Pt 1,

with relationship of Iu,,.,<mg, and 0: arbitrary.
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8. The power converter control method according to claim
7, wherein
the ratio of said AC component with respect to said DC
component is calculated in advance as a function of a
plurality of operation states of said load before said load
is actually operated, and
said direct AC-AC power converter is controlled based on
said function upon said actual operation.
9. The power converter control method according to claim
8, wherein said operation states include a plurality of power
states consumed by said load, and
said ratio corresponding to said power states upon said
actual operation is taken.
10. The power converter control method according to claim
7, wherein Iu, ¢, =0 is true in all n.
11. The power converter control method according to claim
7, wherein an amplitude of said AC component is increased in
a predetermined range of said base fundamental angular fre-
quency of said second AC voltage according to a sensitization
amount which increases when said base fundamental angular
frequency increases.
12. The power converter control method according to claim
11, wherein Iu,,,=0 is true in all n.
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